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S/FTPCAT.6A 4 Pairs LSZH B2ca Sheath LAN Cable

Test Standard ANSI/TIA-568-C.2、ISO/IEC 11801

Construction

Conductor
Material Solid Bare Copper

Diameter（mm） 23AWG

Insulation
Material Skin-foam-skin PE

Diameter（mm） 1.38±0.05

Core color
1.white-blue/blue 2.white-orange/orange

3.white-green/green 4.white-brown/brown

Rip cord 210D*3 Aluminum foil Yes

Braid Yes Coverage ≥30%

Sheath

Material LSZH

Thickness（mm） 0.6±0.1

Diameter（mm） 8.0±0.5

Color Black

Surface printing

Letter high 3.0 ± 0.5mm

Color White

Print error & Space ≤± 0.5% ， 1m

Package：Drum Package Length：305m

Box Dimensions（mm） 400*400*320

Electrical Properties
Conductor Resistance (20℃) ≤9.5Ω/ 100m

Electrical Resistance Unbalance ( 20℃) ≤2.0%

Insulation Resistance >5000 MΩ·km

Pair to Ground Capacitance Unbalance（0.8 KHz or 1KHz） ≤160pF/100m

Transmission Properties

Feq
MHZ

Zc，Ω IL RL NEXT PS NEXT ELFEXT PS ELFEXT

ZL ZU dB/100m dB dB/100m dB/100m dB/100m dB/100m

1.0 81.8 122.2 ≤2.1 ≥20.0 ≥74.3 ≥72.3 ≥67.8 ≥64.8

4.0 86.8 115.2 ≤3.8 ≥23.0 ≥65.3 ≥63.3 ≥55.8 ≥52.8
8.0 88.8 112.6 ≤5.3 ≥24.5 ≥60.8 ≥58.8 ≥49.7 ≥46.7
10.0 89.4 111.9 ≤5.9 ≥25.0 ≥59.3 ≥57.3 ≥47.8 ≥44.8
16.0 89.4 111.9 ≤7.5 ≥25.0 ≥56.2 ≥54.2 ≥43.7 ≥40.7
20.0 89.4 111.9 ≤8.4 ≥25.0 ≥54.8 ≥52.8 ≥41.8 ≥38.8
25.0 88.5 112.9 ≤9.4 ≥24.3 ≥53.3 ≥51.3 ≥39.8 ≥36.8
31.25 87.7 114.1 ≤10.5 ≥23.6 ≥51.9 ≥49.9 ≥37.9 ≥34.9
62.5 84.5 118.3 ≤15.0 ≥21.5 ≥47.4 ≥45.4 ≥31.9 ≥28.9
100 82.0 121.9 ≤19.1 ≥20.1 ≥44.3 ≥42.3 ≥27.8 ≥24.8
200 79.6 125.7 ≤27.6 ≥18.0 ≥39.8 ≥37.8 ≥21.8 ≥18.8
250 77.6 128.8 ≤31.1 ≥17.3 ≥38.3 ≥36.3 ≥19.8 ≥16.8
300 76.0 131.5 ≤34.3 ≥17.3 ≥37.1 ≥35.1 ≥18.3 ≥15.3
400 73.4 136.2 ≤40.1 ≥17.3 ≥35.3 ≥33.3 ≥15.8 ≥12.8
500 71.3 140.2 ≤45.3 ≥17.3 ≥33.8 ≥31.8 ≥13.8 ≥10.8

Environment Temperature



Store -10～+50℃ Installation -5～+40 Work -20 ～ +60

Remark
a) The cable can pass 100m Channel test or pass 90m Permanent Link test.
b) Insulation Outer Diameter, Sheath Outer Diameter and Packaging Data are for reference only.



S/FTPCAT.7 4 Pairs LSZH B2ca Sheath LAN Cable

Test Standard IEC 61156-5、ISO 11801

Construction

Conductor
Material Solid Bare Copper

Diameter（mm） 23AWG

Insulation
Material Skin-foam-skin PE

Diameter（mm） 1.38±0.05

Core color
1.white-blue/blue 2.white-orange/orange

3.white-green/green 4.white-brown/brown

Rip cord 210D*3 Aluminum foil Yes

Braid Yes Coverage ≥30%

Sheath

Material LSZH

Thickness（mm） 0.6±0.1

Diameter（mm） 8.0±0.5

Color Black

Surface printing

Letter high 3.0 ± 0.5mm

Color White

Print error & Space ≤± 0.5% ， 1m

Package：Drum Package Length：305m

Box Dimensions（mm） 400*400*320

Electrical Properties
Conductor Resistance (20℃) ≤9.5 Ω/ 100m

Electrical Resistance Unbalance ( 20℃) ≤2.0%

Insulation Resistance >5000 MΩ·km

Pair to Ground Capacitance Unbalance（0.8 KHz or 1KHz） ≤160pF/100m

Transmission Properties
Feq
MHZ

Zc IL RL NEXT PS NEXT ELFEXT PS ELFEXT

Ω ≤dB/100m ≥dB ≥dB/100m ≥dB/100m ≥dB/100m ≥dB/100m

1.0

100±15Ω

2.0 20.0 78.0 75.0 78.0 75.0

4.0 3.7 23.0 78.0 75.0 78.0 75.0

8.0 5.2 24.5 78.0 75.0 77.2 74.2

10.0 5.9 25.0 78.0 75.0 75.3 72.3

16.0 7.4 25.0 78.0 75.0 71.2 68.2

20.0 8.3 25.0 78.0 75.0 69.3 66.3

25.0 9.3 24.3 78.0 75.0 67.3 64.3

31.25 10.4 23.6 78.0 75.0 65.4 62.4

62.5 14.9 21.5 75.5 72.5 59.4 56.4

100 19.0 20.1 72.4 69.4 55.3 52.3

200
100±18Ω

27.5 18.0 67.9 64.9 49.3 46.3

250 31.0 17.3 66.4 63.4 47.3 44.3

300

100±25Ω

34.2 17.3 65.2 62.2 45.8 42.8

400 40.0 17.3 63.4 60.4 43.3 40.3

500 45.3 17.3 61.9 58.9 41.3 38.3

600 50.1 17.3 60.7 57.7 39.7 36.7



Environment Temperature

Store -10～+50℃ Installation -5～+40 Work -20 ～ +60

Remark
a) The cable can pass 100m Channel test or pass 90m Permanent Link test.
b) Insulation Outer Diameter, Sheath Outer Diameter and Packaging Data are for reference only.



S/FTPCAT.8 4 Pairs LSZH B2ca LAN Cable

Test Standard ANSI/TIA-568-C.2、ISO/IEC 11801

Construction

Conductor
Material Solid Bare Copper

Diameter（mm） 22AWG

Insulation
Material HDPE

Diameter（mm） 1.59±0.05

Core color
1.white-blue/blue 2.white-orange/orange

3.white-green/green 4.white-brown/brown

Polyester tap No Aluminum foil Yes

Rip cord 210D*3 Seperator Yes

Braid Yes Coverage ≥30%

Sheath

Material LSZH

Thickness（mm） 0.6±0.1

Diameter（mm） 8.7±0.5

Color Black

Surface printing

Letter high 3.0 ± 0.5mm

Color White

Print error & Space ≤± 0.5% ， 1m

Package：Drum Package Length：305m

Drum Dimensions(mm） 400*400*320

Electrical Properties
Conductor Resistance (20℃) ≤7.38 Ω/ 100m

Electrical Resistance Unbalance ( 20℃) ≤2.0%

Insulation Resistance >5000 MΩ·km

Pair to Ground Capacitance Unbalance（0.8 KHz or 1KHz） ≤160pF/100m

Transmission Properties
Feq
MHZ

Zc IL RL NEXT PS NEXT ELFEXT PS ELFEXT

Ω ≤dB/100m ≥dB ≥dB/100m ≥dB/100m ≥dB/100m ≥dB/100m

4.00

100±15Ω

3.7 23.0 78.0 75.0 78.0 75.0

8.00 5.2 24.5 78.0 75.0 77.2 74.2

10.00 5.8 25.0 78.0 75.0 75.3 72.3

16.00 7.3 25.0 78.0 75.0 71.2 68.2

20.00 8.2 25.0 78.0 75.0 69.3 66.3

25.00 9.2 24.3 78.0 75.0 67.3 64.3

31.25 10.3 23.6 78.0 75.0 65.4 62.4

62.50 14.6 21.5 78.0 75.0 59.4 56.4

100.00 18.5 20.1 75.4 72.4 55.3 52.3

200.00
100±18Ω

26.5 18.0 70.9 67.9 49.3 46.3

250.00 29.7 17.3 69.4 66.4 47.3 44.3

300.00

100±25Ω

32.7 17.3 68.2 65.2 45.8 42.8

400.00 38.0 17.3 66.4 63.4 43.3 40.3

500.00 42.8 17.3 64.9 61.9 41.3 38.3

600.00 47.1 17.3 63.7 60.7 39.7 36.7

1000 100±35Ω 61.9 15.1 60.4 57.4 35.3 32.3



1500 23.2 27.14.0 7 24.7 15.5 12.5

2000 27.2 13.1 25.8 22.8 13.0 10.0

Environment Temperature

Store -10～+50℃ Installation -5～+40 Work -20 ～ +60

Remark
a) The cable can pass 30m Channel test and pass 24m Permanent Link test.
b) Insulation Outer Diameter, Sheath Outer Diameter and Packaging Data are for reference only.



CAT6A S/FTP SPECIFICATION
Description:

Product Description: 4P S/FTP CAT6A 23AWG LSZH LAN CABLE

Reference standard: ANSI/TIA-568.2-D & ISO/IEC 11801 & EN 50399

Rated temperature: 60 ℃

Flame test:CPR B2ca

FOAM PE insulation

Solid copper

LSZH jacket

Application:

100 Base-TX

100 Base-T

1000 Base-T(Gigabit Ethernet)

1000 Base-TX

155Mbps ATM

622Mbps ATM

10Gb Ethernet

Data Sheet

Structure
Construction S/FTP

Number of pairs 4Pairs

Conductor

AWG 23AWG

Material Solid copper

Conductor dimension (mm) 0.57±0.01

Insulation
Insulation Material FOAM PE & HDPE

Insulation dimension(mm) 1.38±0.05MM

Pairs

1 White/Blue

2 White/Orange

3 White/Green

Electrical

Characteristics

1--500MHz Impedance 100±15Ω

4 White/Brown Max. delay skew ≤ 45/100m

Filler Filler material N/A Max. conductor resistance 93.8Ω/km

Binder Binder material N/A Max. conductor resistance unbalanc 4%

Shieldt

Individual shield & material AL-Foil Min. insulation resistance 5000 MΩ‧km

Primary overall shield & material N/A Nom. mutual capacitance ≤5.6 nF/100m

Secondary overall shield & material AL-MG braid Nominal velocity of propagation 77%

Shield coverage ≧35%

Mechanical

Characteristics

Outer jacket tensile strength ≧10Mpa

Drain wire N/A Outer jacket elongation≧125%

Outer jacket

Outer jacket material LSZH Outer jacket aging condition 100℃ x 168hrs

Outer jacket nominal thickness(mm) 0.60±0.05 After aging, Tensile strength≧8Mpa

Overall dimension (mm) 7.7±0.3 mm After aging, Elongation≧100%

Outer jacket colour Per customer request Cold bend No crack (@-20℃x4hrs)

Outer jacket rip cord YES Hot impact NO Crack(@150℃x4hrs)

Packing Per customer request

Test Perm.Link test by fluke 90±5m

Marking
LAN CABLE CAT.6A S/FTP 23AWG 4PAIRS CONFORM TOANSI/TIA-568.2-D & ISO/IEC 11801 LSZH ZZZZZZ ***M

Marking color shall be black except black jacket with white printing.



CAT6A U/FTP SPECIFICATION
Description:

Product Description: 4P U/FTP CAT6A 23AWG LSZH LAN CABLE

Reference standard: ANSI/TIA-568.2-D & ISO/IEC 11801 & EN 50399

Rated temperature: 60 ℃

Flame test:CPR B2ca

FOAM PE & HDPE insulation

Solid copper

LSZH jacket

Application:

100 Base-TX

100 Base-T

1000 Base-T(Gigabit Ethernet)

1000 Base-TX

155Mbps ATM

622Mbps ATM

10Gb Ethernet

Data Sheet

Structure
Construction U/FTP

Number of pairs 4Pairs

Conductor

AWG 23AWG

Material Solid copper

Conductor dimension (mm) 0.57±0.01

Insulation
Insulation Material FOAM PE & HDPE

Insulation dimension(mm) 1.38±0.05MM

Pairs

1 White/Blue

2 White/Orange

3 White/Green

Electrical

Characteristics

1--500MHz Impedance 100±15Ω

4 White/Brown Max. delay skew ≤ 45/100m

Filler Filler material N/A Max. conductor resistance 93.8Ω/km (@ 20 ℃)

Binder Binder material N/A Max. conductor resistance unbalance 4% (@ 20 ℃)

Shield

Individual shield & material AL-Foil Min. insulation resistance 5000 MΩ‧km

Primary overall shield & material N/A Nom. mutual capacitance ≤5.6nF/100m @1KHz

Secondary overall shield & material N/A Nominal velocity of propagation 77%

Shield coverage N/A

Mechanical

Characteristics

Outer jacket tensile strength ≧10Mpa

Drain wire 0.40mm Tinned copper Outer jacket elongation≧125%

Outer jacket

Outer jacket material LSZH Outer jacket aging condition 100℃ x 168hrs

Outer jacket nominal thickness(mm) 0.60±0.05 After aging, Tensile strength≧8Mpa

Overall dimension (mm) 7.4±0.3 mm After aging, Elongation≧100%

Outer jacket colour Per customer request Cold bend No crack (@-20℃x4hrs)

Outer jacket rip cord YES Hot impact NO Crack(@150℃x4hrs)

Packing Per customer request

Test Perm.Link test by fluke 90±5m

Marking
LAN CABLE CAT.6AU/FTP 23AWG 4PAIRS CONFORM TOANSI/TIA-568.2-D & ISO/IEC 11801 LSZH YYYYMMDD ***M

Marking color shall be black except black jacket with white printing.



CAT6A U/UTP SPECIFICATION
Description:

Product Description: 4P U/UTP CAT6A 23AWG LSZH LAN CABLE

Reference standard:ANSI/TIA-568.2-D & ISO/IEC 11801 & EN 50399

Rated temperature:

Flame test:CPR B2ca

Colour-coded PE insulation

Solid copper

LSZH jacket

Application:

100 Base-TX

100 Base-T

1000 Base-T(Gigabit Ethernet)

1000 Base-TX

155Mbps ATM

622Mbps ATM

10Gb Ethernet

Data Sheet

Structure
Construction U/UTP

Number of pairs 4Pairs

Conductor

AWG 23AWG

Material Solid copper

Conductor dimension (mm) 0.57±0.01

Insulation
Insulation Material HDPE

Insulation dimension(mm) 1.0±0.05

Pairs

1 White-Blue/Blue

2 White-Orange/Orange

3 White-Green/Green

Electrical

Characteristics

1--500MHz Impedance 100±15Ω

4 White-Brown/Brown Max. delay skew ≤ 45/100m

Filler Filler material YES Max. conductor resistance 93.8Ω/km

Binder Binder material N/A Max. conductor resistance unbalance 5% )

Shield

Individual shield & material N/A Min. insulation resistance 5000 MΩ‧km

Primary overall shield & material N/A Nom. mutual capacitance ≤5.6nF/100m

Secondary overall shield & material N/A Nominal velocity of propagation 69%

Shield coverage N/A

Mechanical

Characteristics

Outer jacket tensile strength ≧10Mpa

Drain wire N/A Outer jacket elongation≧125%

Outer jacket

Outer jacket material LSZH Outer jacket aging condition 100℃ x 168hrs

Outer jacket nominal thickness(mm) 0.60±0.05 After aging, Tensile strength≧8Mpa

Overall dimension (mm) 6.3±0.3 After aging, Elongation≧100%

Outer jacket colour Per customer request Cold bend No crack (@-20℃x4hrs)

Outer jacket rip cord YES Hot impact NO Crack(@150℃x4hrs)

Packing Per customer request

Test Perm.Link test by fluke 90±5m (Does not meet Alien crosstalk)

Marking
LAN CABLE CAT.6A U/UTP 23AWG 4PAIRS CONFORM TOANSI/TIA-568.2-D & ISO/IEC 11801 LSZH YYYYMMDD ***M

Marking color shall be black except black jacket with white printing.



CAT6A S/FTP SPECIFICATION
Description:

Product Description: 4P S/FTP CAT6A 23AWG LSZH LAN CABLE

Reference standard: ANSI/TIA-568.2-D & ISO/IEC 11801 & EN 50399

Rated temperature: 60 ℃

Flame test:CPR Dca

FOAM PE insulation

Solid copper

LSZH jacket

Application:

100 Base-TX

100 Base-T

1000 Base-T(Gigabit Ethernet)

1000 Base-TX

155Mbps ATM

622Mbps ATM

10Gb Ethernet

Data Sheet

Structure
Construction S/FTP

Number of pairs 4Pairs

Conductor

AWG 23AWG

Material Solid copper

Conductor dimension (mm) 0.57±0.01

Insulation
Insulation Material FOAM PE & HDPE

Insulation dimension(mm) 1.38±0.05MM

Pairs

1 White/Blue

2 White/Orange

3 White/Green

Electrical

Characteristics

1--500MHz Impedance 100±15Ω

4 White/Brown Max. delay skew ≤ 45/100m

Filler Filler material N/A Max. conductor resistance 93.8Ω/km

Binder Binder material N/A Max. conductor resistance unbalanc 4%

Shieldt

Individual shield & material AL-Foil Min. insulation resistance 5000 MΩ‧km

Primary overall shield & material N/A Nom. mutual capacitance ≤5.6 nF/100m

Secondary overall shield & material AL-MG braid Nominal velocity of propagation 77%

Shield coverage ≧35%

Mechanical

Characteristics

Outer jacket tensile strength ≧10Mpa

Drain wire N/A Outer jacket elongation≧125%

Outer jacket

Outer jacket material LSZH Outer jacket aging condition 100℃ x 168hrs

Outer jacket nominal thickness(mm) 0.60±0.05 After aging, Tensile strength≧8Mpa

Overall dimension (mm) 77±0.3 mm After aging, Elongation≧100%

Outer jacket colour Per customer request Cold bend No crack (@-20℃x4hrs)

Outer jacket rip cord YES Hot impact NO Crack(@150℃x4hrs)

Packing Per customer request

Test Perm.Link test by fluke 90±5m

Marking
LAN CABLE CAT.6A S/FTP 23AWG 4PAIRS CONFORM TOANSI/TIA-568.2-D & ISO/IEC 11801 LSZH ZZZZZZ ***M

Marking color shall be black except black jacket with white printing.



CAT6A U/FTP SPECIFICATION
Description:

Product Description: 4P U/FTP CAT6A 23AWG LSZH LAN CABLE

Reference standard: ANSI/TIA-568.2-D & ISO/IEC 11801 & EN 50399

Rated temperature: 60 ℃

Flame test:CPR Dca

FOAM PE & HDPE insulation

Solid copper

LSZH jacket

Application:

100 Base-TX

100 Base-T

1000 Base-T(Gigabit Ethernet)

1000 Base-TX

155Mbps ATM

622Mbps ATM

10Gb Ethernet

Data Sheet

Structure
Construction U/FTP

Number of pairs 4Pairs

Conductor

AWG 23AWG

Material Solid copper

Conductor dimension (mm) 0.57±0.01

Insulation
Insulation Material FOAM PE & HDPE

Insulation dimension(mm) 1.38±0.05MM

Pairs

1 White/Blue

2 White/Orange

3 White/Green

Electrical

Characteristics

1--500MHz Impedance 100±15Ω

4 White/Brown Max. delay skew ≤ 45/100m

Filler Filler material N/A Max. conductor resistance 93.8Ω/km (@ 20 ℃)

Binder Binder material N/A Max. conductor resistance unbalance 4% (@ 20 ℃)

Shield

Individual shield & material AL-Foil Min. insulation resistance 5000 MΩ‧km

Primary overall shield & material N/A Nom. mutual capacitance ≤5.6nF/100m @1KHz

Secondary overall shield & material N/A Nominal velocity of propagation 77%

Shield coverage N/A

Mechanical

Characteristics

Outer jacket tensile strength ≧10Mpa

Drain wire 0.40mm Tinned copper Outer jacket elongation≧125%

Outer jacket

Outer jacket material LSZH Outer jacket aging condition 100℃ x 168hrs

Outer jacket nominal thickness(mm) 0.60±0.05 After aging, Tensile strength≧8Mpa

Overall dimension (mm) 7.4±0.3 mm After aging, Elongation≧100%

Outer jacket colour Per customer request Cold bend No crack (@-20℃x4hrs)

Outer jacket rip cord YES Hot impact NO Crack(@150℃x4hrs)

Packing Per customer request

Test Perm.Link test by fluke 90±5m

Marking
LAN CABLE CAT.6AU/FTP 23AWG 4PAIRS CONFORM TOANSI/TIA-568.2-D & ISO/IEC 11801 LSZH YYYYMMDD ***M

Marking color shall be black except black jacket with white printing.



CAT6A U/UTP SPECIFICATION
Description:

Product Description: 4P U/UTP CAT6A 23AWG LSZH LAN CABLE

Reference standard: ANSI/TIA-568.2-D & ISO/IEC 11801 & EN 50399

Rated temperature:

Flame test:CPR Dca

Colour-coded PE insulation

Solid copper

LSZH jacket

Application:

100 Base-TX

100 Base-T

1000 Base-T(Gigabit Ethernet)

1000 Base-TX

155Mbps ATM

622Mbps ATM

10Gb Ethernet

Data Sheet

Structure
Construction U/UTP

Number of pairs 4Pairs

Conductor

AWG 23AWG

Material Solid copper

Conductor dimension (mm) 0.57±0.01

Insulation
Insulation Material HDPE

Insulation dimension(mm) 1.0±0.05

Pairs

1 White-Blue/Blue

2 White-Orange/Orange

3 White-Green/Green

Electrical

Characteristics

1--500MHz Impedance 100±15Ω

4 White-Brown/Brown Max. delay skew ≤ 45/100m

Filler Filler material YES Max. conductor resistance 93.8Ω/km

Binder Binder material N/A Max. conductor resistance unbalance 5% )

Shield

Individual shield & material N/A Min. insulation resistance 5000 MΩ‧km

Primary overall shield & material N/A Nom. mutual capacitance ≤5.6nF/100m

Secondary overall shield & material N/A Nominal velocity of propagation 69%

Shield coverage N/A

Mechanical

Characteristics

Outer jacket tensile strength ≧10Mpa

Drain wire N/A Outer jacket elongation≧125%

Outer jacket

Outer jacket material LSZH Outer jacket aging condition 100℃ x 168hrs

Outer jacket nominal thickness(mm) 0.60±0.05 After aging, Tensile strength≧8Mpa

Overall dimension (mm) 6.3±0.3 After aging, Elongation≧100%

Outer jacket colour Per customer request Cold bend No crack (@-20℃x4hrs)

Outer jacket rip cord YES Hot impact NO Crack(@150℃x4hrs)

Packing Per customer request

Test Perm.Link test by fluke 90±5m (Does not meet Alien crosstalk)

Marking
LAN CABLE CAT.6A U/UTP 23AWG 4PAIRS CONFORM TOANSI/TIA-568.2-D & ISO/IEC 11801 LSZH YYYYMMDD ***M

Marking color shall be black except black jacket with white printing.



CAT6A S/FTP SPECIFICATION
Description:

Product Description: 4P S/FTP CAT6A 23AWG LSZH LAN CABLE

Reference standard: ANSI/TIA-568.2-D & ISO/IEC 11801

Rated temperature: 60 ℃

Flame test:CPR Eca

FOAM PE insulation

Solid copper

LSZH jacket

Application:

100 Base-TX

100 Base-T

1000 Base-T(Gigabit Ethernet)

1000 Base-TX

155Mbps ATM

622Mbps ATM

10Gb Ethernet

Data Sheet

Structure
Construction S/FTP

Number of pairs 4Pairs

Conductor

AWG 23AWG

Material Solid copper

Conductor dimension (mm) 0.57±0.01

Insulation
Insulation Material FOAM PE & HDPE

Insulation dimension(mm) 1.38±0.05MM

Pairs

1 White/Blue

2 White/Orange

3 White/Green

Electrical

Characteristics

1--500MHz Impedance 100±15Ω

4 White/Brown Max. delay skew ≤ 45/100m

Filler Filler material N/A Max. conductor resistance 93.8Ω/km

Binder Binder material N/A Max. conductor resistance unbalanc 4%

Shieldt

Individual shield & material AL-Foil Min. insulation resistance 5000 MΩ‧km

Primary overall shield & material N/A Nom. mutual capacitance ≤5.6 nF/100m

Secondary overall shield & material AL-MG braid Nominal velocity of propagation 77%

Shield coverage ≧35%

Mechanical

Characteristics

Outer jacket tensile strength ≧10Mpa

Drain wire N/A Outer jacket elongation≧125%

Outer jacket

Outer jacket material LSZH Outer jacket aging condition 100℃ x 168hrs

Outer jacket nominal thickness(mm) 0.50±0.05 After aging, Tensile strength≧8Mpa

Overall dimension (mm) 7.6±0.3 mm After aging, Elongation≧100%

Outer jacket colour Per customer request Cold bend No crack (@-20℃x4hrs)

Outer jacket rip cord YES Hot impact NO Crack(@150℃x4hrs)

Packing Per customer request

Test Perm.Link test by fluke 90±5m

Marking
LAN CABLE CAT.6A S/FTP 23AWG 4PAIRS CONFORM TOANSI/TIA-568.2-D & ISO/IEC 11801 LSZH ZZZZZZ ***M

Marking color shall be black except black jacket with white printing.



CAT6A U/FTP SPECIFICATION
Description:

Product Description: 4P U/FTP CAT6A 23AWG LSZH LAN CABLE

Reference standard: ANSI/TIA-568.2-D & ISO/IEC 11801

Rated temperature: 60 ℃

Flame test:CPR Eca

FOAM PE & HDPE insulation

Solid copper

LSZH jacket

Application:

100 Base-TX

100 Base-T

1000 Base-T(Gigabit Ethernet)

1000 Base-TX

155Mbps ATM

622Mbps ATM

10Gb Ethernet

Data Sheet

Structure
Construction U/FTP

Number of pairs 4Pairs

Conductor

AWG 23AWG

Material Solid copper

Conductor dimension (mm) 0.57±0.01

Insulation
Insulation Material FOAM PE & HDPE

Insulation dimension(mm) 1.38±0.05MM

Pairs

1 White/Blue

2 White/Orange

3 White/Green

Electrical

Characteristics

1--500MHz Impedance 100±15Ω

4 White/Brown Max. delay skew ≤ 45/100m

Filler Filler material N/A Max. conductor resistance 93.8Ω/km (@ 20 ℃)

Binder Binder material N/A Max. conductor resistance unbalance 4% (@ 20 ℃)

Shield

Individual shield & material AL-Foil Min. insulation resistance 5000 MΩ‧km

Primary overall shield & material N/A Nom. mutual capacitance ≤5.6nF/100m @1KHz

Secondary overall shield & material N/A Nominal velocity of propagation 77%

Shield coverage N/A

Mechanical

Characteristics

Outer jacket tensile strength ≧10Mpa

Drain wire 0.40mm Tinned copper Outer jacket elongation≧125%

Outer jacket

Outer jacket material LSZH Outer jacket aging condition 100℃ x 168hrs

Outer jacket nominal thickness(mm) 0.50±0.05 After aging, Tensile strength≧8Mpa

Overall dimension (mm) 7.3±0.3 mm After aging, Elongation≧100%

Outer jacket colour Per customer request Cold bend No crack (@-20℃x4hrs)

Outer jacket rip cord YES Hot impact NO Crack(@150℃x4hrs)

Packing Per customer request

Test Perm.Link test by fluke 90±5m

Marking
LAN CABLE CAT.6AU/FTP 23AWG 4PAIRS CONFORM TOANSI/TIA-568.2-D & ISO/IEC 11801 LSZH YYYYMMDD ***M

Marking color shall be black except black jacket with white printing.



CAT6A U/UTP SPECIFICATION
Description:

Product Description: 4P U/UTP CAT6A 23AWG LSZH LAN CABLE

Reference standard: ANSI/TIA-568.2-D & ISO/IEC 11801

Rated temperature:

Flame test:CPR Eca

Colour-coded PE insulation

Solid copper

LSZH jacket

Application:

100 Base-TX

100 Base-T

1000 Base-T(Gigabit Ethernet)

1000 Base-TX

155Mbps ATM

622Mbps ATM

10Gb Ethernet

Data Sheet

Structure
Construction U/UTP

Number of pairs 4Pairs

Conductor

AWG 23AWG

Material Solid copper

Conductor dimension (mm) 0.57±0.01

Insulation
Insulation Material HDPE

Insulation dimension(mm) 1.0±0.05

Pairs

1 White-Blue/Blue

2 White-Orange/Orange

3 White-Green/Green

Electrical

Characteristics

1--500MHz Impedance 100±15Ω

4 White-Brown/Brown Max. delay skew ≤ 45/100m

Filler Filler material YES Max. conductor resistance 93.8Ω/km

Binder Binder material N/A Max. conductor resistance unbalance 5% )

Shield

Individual shield & material N/A Min. insulation resistance 5000 MΩ‧km

Primary overall shield & material N/A Nom. mutual capacitance ≤5.6nF/100m

Secondary overall shield & material N/A Nominal velocity of propagation 69%

Shield coverage N/A

Mechanical

Characteristics

Outer jacket tensile strength ≧10Mpa

Drain wire N/A Outer jacket elongation≧125%

Outer jacket

Outer jacket material LSZH Outer jacket aging condition 100℃ x 168hrs

Outer jacket nominal thickness(mm) 0.75±0.05 After aging, Tensile strength≧8Mpa

Overall dimension (mm) 6.5±0.3 After aging, Elongation≧100%

Outer jacket colour Per customer request Cold bend No crack (@-20℃x4hrs)

Outer jacket rip cord YES Hot impact NO Crack(@150℃x4hrs)

Packing Per customer request

Test Perm.Link test by fluke 90±5m (Does not meet Alien crosstalk)

Marking
LAN CABLE CAT.6A U/UTP 23AWG 4PAIRS CONFORM TOANSI/TIA-568.2-D & ISO/IEC 11801 LSZH YYYYMMDD ***M

Marking color shall be black except black jacket with white printing.



CAT6A U/FTP SPECIFICATION
Description:

Product Description: 4P U/FTP CAT6A 23AWG PE LAN CABLE

Reference standard: ANSI/TIA-568.2-D & ISO/IEC 11801

Rated temperature: 60 ℃

Flame test:

FOAM PE & HDPE insulation

Solid copper

PE jacket

Application:

100 Base-TX

100 Base-T

1000 Base-T(Gigabit Ethernet)

1000 Base-TX

155Mbps ATM

622Mbps ATM

10Gb Ethernet

Data Sheet

Structure
Construction U/FTP

Number of pairs 4Pairs

Conductor

AWG 23AWG

Material Solid copper

Conductor dimension (mm) 0.57±0.01

Insulation
Insulation Material FOAM PE & HDPE

Insulation dimension(mm) 1.38±0.05MM

Pairs

1 White/Blue

2 White/Orange

3 White/Green

Electrical

Characteristics

1--500MHz Impedance 100±15Ω

4 White/Brown Max. delay skew ≤ 45/100m

Filler Filler material N/A Max. conductor resistance 93.8Ω/km (@ 20 ℃)

Binder Binder material N/A Max. conductor resistance unbalance 4% (@ 20 ℃)

Shield

Individual shield & material AL-Foil Min. insulation resistance 5000 MΩ‧km

Primary overall shield & material N/A Nom. mutual capacitance ≤5.6nF/100m @1KHz

Secondary overall shield & material N/A Nominal velocity of propagation 77%

Shield coverage N/A

Mechanical

Characteristics

Outer jacket tensile strength ≧10Mpa

Drain wire 0.40mm Tinned copper Outer jacket elongation≧350%

Outer jacket

Outer jacket material PE Outer jacket aging condition 100℃ x 168hrs

Outer jacket nominal thickness(mm) 0.60±0.05 After aging, Tensile strength≧12.5Mpa

Overall dimension (mm) 7.5±0.3 mm After aging, Elongation≧125%

Outer jacket colour Per customer request Cold bend No crack (@-20℃x4hrs)

Outer jacket rip cord YES Hot impact NO Crack(@150℃x4hrs)

Packing Per customer request

Test Perm.Link test by fluke 90±5m

Marking
LAN CABLE OUTDOOR CAT.6AU/FTP 23AWG 4PAIRS CONFORM TOANSI/TIA-568.2-D & ISO/IEC 11801 YYYYMMDD ***M

Marking color shall be black except black jacket with white printing.



CAT6A S/FTP SPECIFICATION
Description:

Product Description: 4P S/FTP CAT6A 23AWG LDPE LAN CABLE

Reference standard: ANSI/TIA-568.2-D & ISO/IEC 11801

Rated temperature: 60 ℃

Flame test:

FOAM PE insulation

Solid copper

LDPE jacket

Application:

100 Base-TX

100 Base-T

1000 Base-T(Gigabit Ethernet)

1000 Base-TX

155Mbps ATM

622Mbps ATM

10Gb Ethernet

Data Sheet

Structure
Construction S/FTP

Number of pairs 4Pairs

Conductor

AWG 23AWG

Material Solid copper

Conductor dimension (mm) 0.57±0.01

Insulation
Insulation Material FOAM PE & HDPE

Insulation dimension(mm) 1.38±0.05MM

Pairs

1 White/Blue

2 White/Orange

3 White/Green

Electrical

Characteristics

1--500MHz Impedance 100±15Ω

4 White/Brown Max. delay skew ≤ 45/100m

Filler Filler material N/A Max. conductor resistance 93.8Ω/km

Binder Binder material N/A Max. conductor resistance unbalanc 4%

Shieldt

Individual shield & material AL-Foil Min. insulation resistance 5000 MΩ‧km

Primary overall shield & material N/A Nom. mutual capacitance ≤5.6 nF/100m

Secondary overall shield & material AL-MG braid Nominal velocity of propagation 77%

Shield coverage ≧30%

Mechanical

Characteristics

Outer jacket tensile strength ≧10Mpa

Drain wire N/A Outer jacket elongation≧350%

Outer jacket

Outer jacket material PE Outer jacket aging condition 100℃ x 168hrs

Outer jacket nominal thickness(mm) 0.60±0.05 After aging, Tensile strength≧12.5Mpa

Overall dimension (mm) 7.7±0.3 mm After aging, Elongation≧125%

Outer jacket colour Per customer request Cold bend No crack (@-20℃x4hrs)

Outer jacket rip cord YES Hot impact NO Crack(@150℃x4hrs)

Packing Per customer request

Test Perm.Link test by fluke 90±5m

Marking
LAN CABLE OUTDOOR CAT.6A S/FTP 23AWG 4PAIRS CONFORM TOANSI/TIA-568.2-D & ISO/IEC 11801 YYYYMMDD ***M

Marking color shall be black except black jacket with white printing.



CAT6A U/UTP SPECIFICATION
Description:

Product Description: 4P U/UTP CAT6A 23AWG PE LAN CABLE

Reference standard: ANSI/TIA-568.2-D & ISO/IEC 11801

Rated temperature: 60 ℃

Flame test:

Colour-coded PE insulation

Solid copper

PE jacket

Application:

100 Base-TX

100 Base-T

1000 Base-T(Gigabit Ethernet)

1000 Base-TX

155Mbps ATM

622Mbps ATM

10Gb Ethernet

Data Sheet

Structure
Construction U/UTP

Number of pairs 4Pairs

Conductor

AWG 23AWG

Material Solid copper

Conductor dimension (mm) 0.57±0.01

Insulation
Insulation Material HDPE

Insulation dimension(mm) 1.01±0.05

Pairs

1 White-Blue/Blue

2 White-Orange/Orange

3 White-Green/Green

Electrical

Characteristics

1--500MHz Impedance 100±15Ω

4 White-Brown/Brown Max. delay skew ≤ 45ns/100m

Filler Filler material YES Max. conductor resistance 93.8Ω/km

Binder Binder material N/A Max. conductor resistance unbalance 5%

Shield

Individual shield & material N/A Min. insulation resistance 5000 MΩ‧km

Primary overall shield & material N/A Nom. mutual capacitance ≤5.6nF/100m

Secondary overall shield & material N/A Nominal velocity of propagation 69%

Shield coverage N/A

Mechanical

Characteristics

Outer jacket tensile strength ≧9.7Mpa

Drain wire N/A Outer jacket elongation≧350%

Outer jacket

Outer jacket material PE Outer jacket aging condition 100℃ x 168hrs

Outer jacket nominal thickness(mm) 0.60±0.05 After aging, Tensile strength≧12.5Mpa

Overall dimension (mm) 6.3±0.3 After aging, Elongation≧125%

Outer jacket colour Per customer request Cold bend No crack (@-20℃x4hrs)

Outer jacket rip cord YES Hot impact NO Crack(@150℃x4hrs)

Packing Per customer request

Test Channel test by fluke 100±5m

Marking
LAN CABLE OUTDOOR CAT.6AU/UTP 23AWG 4 PAIRS CONFORM TOANSI/TIA-568.2-D & ISO/IEC 11801 YYYYMMDD ***M

Marking color shall be black except black jacket with white printing.
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